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Specification for rainwater pipes. Aluminium Rainwater Systems

Rainwater gutters to BS 2997:1958 (1980) Heavy Grade

Marley Alutec Ltd 
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GK413 Alutec Aligator® Snap fit Classic Ogee gutter 3 metre length

Ogee
1.2mm thick
120mm wide: 75mm deep overall
Functional life expectancy of at least 50 years
Marine Grade high tensile aluminium sheet to BS 1470:1987 3103 H14; 
Extruded fittings to BS EN 755-2:2008 grade 6063-T5 gutters, with cast aluminium fittings to BS EN 1706:2010


Polyester powder coated to BS6496:1984 and BS EN 12206-1:2004


BS EN 1462:2004 fascia brackets GK480 at 1m centres. For rafter arm fixings – use adjustable rafter arm side AC78 and top AC77. All fixed with austenitic stainless steel screws part code SC201

External Snap fit joint union GK420 with integral silicone spacers and sealed with Marley Alutec sealant SC101
Outlets, corner angles, stop ends to be supplied by the same manufacturer
Optional leaf guard SL101. 1.5mm thick expanded aluminium mesh in 1.22 metre lengths, press formed profile. Clip on brackets at 600mm centres, mill

finish
To be installed fully in accordance with manufacturer’s instructions.
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