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Specification for rainwater pipes. Aluminium Rainwater Systems

Rainwater pipes to BS 8530:2010

Marley Alutec Ltd 

Unit 1 (G-H) Viking Industrial Park




Hudson Road 




Bedford 




MK41 0LZ




Tel: 
01234 359438



Fax:
01234 357199




E-mail: enquiries@marleyalutec.co.uk





Web:  marleyalutec.co.uk





RSR411 / RSR412 / RSR413 Alutec Traditional 102x102mm pipe 1, 2 & 3 metre lengths

Square
1.63mm thick

102x102mm
Functional life expectancy of at least 50 years 
Marine Grade extruded aluminium to BS EN755-2:2008 grade 6063-T5 pipe 
with cast aluminium sockets to BS EN 1706:2010

Mill finish or polyester powder coated to BS6496:1984 and BS EN 12206-1:2004

Via eared cast sockets and or extruded pipe clips RSR480 using dome head pipe screws SC221 (mill finish) or SC603 (PPC’d finish). For spacing 



off wall, use Spacer Bobbins SC711 (PPC) or SC701 (mill) with 75mm 



hexagonal head pipe screws SC604 (PPC) or SC244 (mill)

Cast sockets sealed with Alutec sealant SC101
Bends, branches offsets and access pipes from the same manufacturer
To be installed fully in accordance with manufacturer’s instructions.
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