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Specification for rainwater pipes. Aluminium Rainwater Systems

Rainwater gutters to BS 2997:1958 (1980) Heavy Grade

Marley Alutec Ltd 

Unit 1 (G-H) Viking Industrial Park




Hudson Road 




Bedford



MK41 0LZ




Tel: 
01234 359438



Fax:
01234 357199




E-mail: enquiries@marleyalutec.co.uk





Web:  marleyalutec.co.uk





GH813 Alutec Aligator® Snap fit Giant gutter 3 metre length

Trapizodial
1.5mm thick
200mm wide: 150mm deep overall
Functional life expectancy of at least 50 years 
Marine grade sheet aluminium to BS 1470:1987 3103 H14; outlet spigot from 
extruded aluminium to BS EN 755-2:2008

Mill finish or polyester powder coated to BS6496:1984 and BS EN 12206-1:2004



BS EN 1462:2004 internal fascia / stiffener bracket GH885 at 750mm centres. Fixed with austenitic stainless steel screws part code SC231 (stiffener bracket), SC202 (union, angle and outlet)

External joint union GH820 with integral silicone spacers and sealed with Marley Alutec sealant SC101
Outlets, corner angles, stop ends to be supplied by the same manufacturer
Optional leaf guard SL225. 1.5mm thick expanded aluminium mesh in 1.22 metre lengths, press formed profile. Clip on brackets at 600mm centres, mill




finish
To be installed fully in accordance with manufacturer’s instructions.
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