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Specification for aluminium composite fascia and soffit system
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Alutec aluminium composite fascia and soffit system
Type A: With 30mm x 500 bottom drip
Type B: With 30mm x 900 bottom drip

 Type C: With 30mm x 25mm bottom drip channel

Flat unventilated and ventilated
4mm thick
Fascia:
Front faces from 150mm – 470mm x 3m length

Soffit: 
Widths from 110mm – 775mm x 3m length
Functional life expectancy of at least 50 years 
4mm thick aluminium composite consisting of a polyethylene core with

0.4mm of 3003 H18 aluminium alloy factory bonded to each side

Weight: 5.5kg / M²
Rigidity: kNcm² /m 0.240

Tensile strength: 15.0.kgf/mm²

Linear thermal expansion at 100° C thermal difference: 2.4mm/m

Temperature resistance: -50°C to + 80° C

Sound insulation: 26 dB

Thermal Resistance: 0.013m² KW ±25%

Thermal Conductivity: 0.317 W/mk ±28%

Polyethylene thermal break between external aluminium surfaces

External face: Three - coat, three - bake, factory applied Kynar 500

fluorocarbon PVDF external grade factory applied paint system,

 including nano self cleaning additive. Gloss level 30-45%. Rear face 

 coated with protective lacquer




Specification for aluminium composite fascia and soffit system (continued)

 Standard colours: RAL9010 White, RAL1013 Pearl White, RAL7015 Slate Grey,  

 RAL7016 Anthracite, RAL7021 Granite Grey, RAL7036 Platinum

                               Grey, RAL7037 Steel Grey, RAL9005 Black, RAL9006 Silver. Non standard

          colours, available to order subject to a minimum order quantity 
Supplied with peel-off protective film to external faces; to be removed within

90 days of installation

100% recyclable
 Fix fascia to rafter ends or backing boards with 50mm stainless steel annular

nails code SC280 at 600mm centres above the base of the gutter line. Install in direction of arrows marked on peel-off film to ensure correct paint grain match. Barge and soffit boards to be fixed to an appropriate timber background with colour match polypins code SC670
All butt joints to have a minimum 4mm expansion gap. Butt joints can be

covered with Alutec cover strips bonded with Alutec clear MS polymer 


adhesive / sealant code SC110 or joints left visible then pointed with colour


matching Alutec silicone sealant code SC603
Joint cover strips, external corner trims, internal corner trims, gable box

ends, sealant and fixings from the same manufacturer
To be installed fully in accordance with manufacturer’s instructions. 
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